/ TURNING AREA

EXISITING 38KV OVERHEAD LINES. NO WORKS
PROPOSED. WORKS IN VICINITY OF LINES

TO BE IN ADVICE ESB GUIDANCE FOR—
WORKING NEAR OVERHEAD ELECTRICITY
WIRES AND UNDERGROUND CABLES

INDICITIVE PROPOSED ESB SUBSTATION No 1. ESB REQUIRE
THAT SUBSTATIONS BE CENTRAL TO DEVELOPMENT
SERVING & BUILT IN TO AVOID POCKETS WHERE ANTI-

SOCIAL BEHAVIOR MAY OCCUR. ESB ALSO REQUIRE———

SUB-STATIONS BE A MIN OF 5m”FROM OTHER BUILDINGS.
NOTE LOCATIONS INDICATIVE AND SUBJECT TO CHANGE
FOLLOWING AN APPLICATION TO ESB POST PLANNING.
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PROPOSED|2nid M25mmé MV ESB DUCTS FROM
—PROPOSEDESB SUB No 1 TO PROPOSED ESB
SUB-STATION No 2

PUBLIC OPEN
SPACE 2

PROPOSED 2no 125mmg¢ MV ESB DUCTS FROM

PROPOSED ESB SUB No 3 TO PROPOSED ESB A\ N\
SUB-STATION No 1 - ,
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INDICATIVE. ROUTE OF EXISTING 0/H-LV_(460//230 VOLT)

EXISTING PUBLIC
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INDICATIVE PROPOSED ESBSUBSTATION No 3.

WALL\ AROUND SUB—STATION

PROPOSED '2no 125mm¢* ESB DUCTS FROM
MV U/G LINE BETWEEN POLES 2 & 3 TO

SEWER PUMP AREA

INDICATIVE ROUTE OF EXISTING O/H LV (400/230 VOLT) TO BE MAINTAINED

SERVE THE DEVELOPMENT. DUCT TO CONVEY
CABLES TO PROPOSED ESB SUB No 3

NOTES:

ANY DISCREPANCIES OR OMISSIONS TO BE REPORTED TO MORLEY WALSH CONSULTING
ENGINEERS IMMEDIATELY.
DO NOT SCALE - WORK FROM FIGURED DIMENSIONS ONLY.
THIS DRAWING TO BE READ IN CONJUCTION WITH ALL CIVIL ENGINEERS, STRUCTURAL
ENGINEERS, ARCHITECTS & ALL OTHER RELEVANT DRAWINGS & SPECIFICATIONS RELATING
TO THE PROJECT.

ALL DIMENSIONS TO BE CONFIRMED ON SITE.
THIS DRAWING IS THE PROPERTY OF MORLEY WALSH CONSULTING ENGINEERS AND IT OR
ITS CONTENTS CANNOT BE COPIED, REPRODUCED OR OTHERWISE USED WITHOUT THE

PERMISSION & CONSENT OF MORLEY WALSH CONSULTING ENGINEERS. @

EXISTING ESB INFRASTRUCTURE IN

VICINITY OF DEVELOPMENT

ESB LAYOUT

U

COLOUR CODE:
BLACK - 38KV & HIGHER VOLTAGE OVERHEAD LINES

GREEN - MV(10KV/20KV) OVERHEAD LINES
BLUE - LV (400V/230V) OVERHEAD LINES
CYAN - 38KV & HIGHER VOLTAGE UNDERGROUND CABLE ROUTES
RED - MV/LV (10KV/20KV/400V/230V) UNDERGROUND CABLE ROUTES
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